
ผลิตภัณฑ  อาซาฮีผูนำาระบบมาตรวัดน้ำา

Model Size D D1 D2 n-d H h L
WVM  50 2” 50 165 125 4-19 190 80 270

WVM  65 2.1/2” 65 185 145 4-19 285 112 280

WVM  80 3” 75 200 160 8-19 337 140 300

WVM  100 4” 100 220 180 8-19 375 170 360

WVM  150 6” 150 285 240 8-23 431 200 500

n-d

D1

D2

L

H

6

7

12

11

4123 5

9

10

14

1516

8

13



ผลิตภัณฑ  อาซาฮีผูนำาระบบมาตรวัดน้ำา

Name of Part
NO. NAME OF PARTS NO. NAME OF PARTS
1 LID 9 REGISTER CASE WITH BEARING

2 HINGE PIN 10 REGISTER CASE RING
3 HEAD CASING 11 PLATE RING

4 GASKET TOP 12 SEALED CASE COMPLETE

5 HEAD GASKET 13 UPPER CASING

6 COVER BOLT 14 VANE WHEEL

7 BODY CASING 15 LOWER CASING COMPLETE

8 STRAINER 16 GASKET BOTTOM

Technical Data

SIZE Qmax - Max. Flow 
(m3/h)

Qn Nominal Flow 
(m3/h)

Qt - Transition Flow 
(m3/h)

Qmin - Min. Flow 
(m3/h)

Starting Flow
(m3/h)

Min.Reading
(m3)

Max.Reading
(m3)

WVM  50 30 15 3 0.55 0.08 0.002 999,999
WVM  65 50 25 3 0.6 0.1 0.002 999,999
WVM  80 80 40 4 0.6 0.15 0.002 999,999
WVM  100 120 60 7 0.8 0.2 0.002 999,999
WVM  150 300 150 10 1.4 0.5 0.01 999,999

มาตรวัดน้ำารุน ดับบลิววีเอ็ม (Water Meter WVM)

EFFECTIVE DATE : February 20, 2015

     Maximum Water Temperature : 5°oC – 50°oC        
     Maximum Test Pressure 17.5 kg/cm2          
     Material of Body Casing : Cast Iron (FC20)

Indicating Error : 
At low zone is + 5 % from minimum Flow rate (Qmin) to transtion Flow rate (Qt) exclusive boundary  
At high zone is + 2% from transition Flflow rate (Qt) to maximun Flow rate (Qmax)      

ISO 7005-2 PN10


